INSTRUCTIONS FOR USE

Indications for Use

The ASTICS retainer is indicated for patients that require (1) tooth stabilization after
receiving treatment with orthodontic braces, or (2) minor labiolingual tooth movement.

Contraindications

The ASTICS retainer is contraindicated for patients known to have (1) sensitivity to nickel,
and (2) active dental disease.

Time Duration

The end-user should wear the appliance for several hours to less than twenty four hours in a
given day, and not to exceed 30 days total duration in time on a continuous basis.

Warning

None.

Precautions

Measures to be observed when storing the uncured ASTICS wire include:
1 Keep away from light.
2) Store at temperatures 4 °C / 39 °F or below.

Measures to be observed when handling the uncured ASTICS wire include:
1 Do not make sharp bends.
2 Limit prolonged exposure to light.
3) Cut only with a sharp edged cutter.

@ Do not use sharp tips and or edges to conform to teeth surfaces.
5) Do not attempt removal of the hardened sticky wax after the first round of
light curing.

Measures to be observed when assembling the ASTICS retainer include:
1) The cured ASTICS wire should not be cut. Instead, grind gently using fine
grade silicon carbide paper to make minor adjustments.

2 Avoid scratching or committing damage to the cured ASTICS wire surface
after sheath removal.
3) Do not apply excessive force on the hollow section of the metal connector.
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Caution

All soldering and polishing must be complete before insertion of the cured
ASTICS wire.

The selected adhesive should not have a curing temperature of more than
100 °C / 212 °F.

Always remove left over pumice (if any) from the hollow ends of the metal
connectors after polishing of the baseplate is complete.

Do not immediately remove the finished appliance from the working model
after curing. Let the appliance cool in temperature for approximately 20
minutes before removal.

Federal law restricts this device to sale by or on the order of an orthodontic professional.

Manufactured for:

BioMers Products, LLI.C
3425 Radio Road, Unit 204
Naples, Florida, 34104

USA

Manufactured by:

BioMers Pte. Ltd.
18 Boon Lay Way, #05 -99
Singapore, 609966

Singapore
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